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Barricade Tapes

Wire Management

Non-Detectable Underground Tapes

CAUTION

B High-visibility safety vellow or red polyethylene construction
with bold black letters

B Meets OSHA specifications Section 1010.144 for marking
phiysical hazards

Thickness | ASTM D2103 4.0 Mils
Elangation | asmopssmsE | za00%
Gampasition | IDEAL Specs. | 100% virgin LDPE
Tensite Sirength asupsge | ZE0FSD
Lenend Color | Size Cat. No.
Caution Yallow 3in. % 1.000 & 42-001
Caution Do Mat Enter Yellow | 3n.x 1,000 8, 42-002
Caution High Voltage | Yallow | 3in,%1,000f. 42-003
Dangr | Red | 3inx1000R |  42-051
Eggfd::‘gh Vollage 2TTVABOV | pey | 3inx 10001, 42-052

Detectable Underground Tapes

B Solid aluminum foill cone tapes for protection, location and
identification of underground utility installations

B Meets or exceeds industry standards including the American
Public Works Association (APWA) color code

B Formulated to resist degradation from acid and alkali found in soils
B Lead-free pigments and organic lead-free ink

Property Method ] value |

Thickness ASTMDE103 [ 5.0 Mils

Elangation ASTMDBE2-TSE | B

y N Eatiom layer virgin PE

Compasition IDEAL Specs. Top layer virgin PET
Fodl industry standard

Tensile Strangth ASTMDBE2 35 Ibs.fin. (15,000 PSI)
Ebectric & associabad

Color Code Red lines

Legend ’ Sim | Cat. Mo,

Eﬁﬂ:'ﬂlgﬂ"m ERII 3in 1000t | 42201

Caution Buried Eleciric :

Lins Bslow Gin. 1,000 1 42-201

m Wire Management

B For protection, location and identification of underground utility
installations

B Formulated to resist degradation from acid and alkali found in soils
B Lead-frea pigments and organic [ead-free ink

Thicknass _ ASTMDZ103 410 Mils
ok ol S | ASTMDBS2TSE | A
Comgasition [ IDEAL Specs. 100¢% virgin LDPE
Tansile Strangth ASTMDERZ 2,750 PSI
[ Elactric & associaed
Red lnes
Calor Code ellow (a5 & associated lines
Telecommunications
Orange lines

Recommended Burial Depih
3in, Tape = 4in o 6 in,
B in, Tape — bass than 12 in.

Legend Calar | Size

[rasn Buxied Bero Red 3in. %1000, 42101
Efr:"g:lc?f od Elcic Yellow 3in. % 1,000H, 42-102
Efﬂ'ﬂ?ﬁf“'““““”” | Orange 3in.x1,000 . 42103
Eﬁrﬂ"é;‘ﬁf“ Fiber Ot | Onange | 3inx 10001 ! 42-104
CAOBIIEA | Ry | gncioon | a2t
Lt[?_ariligglgl:riad Elgctric ellow Bin.x1,0001 TR
WARNING:

1. Electrical De-Enargization Test: All associated circuitry should be
electrically verified as de-energized prior to and following the
ingtallation of a circuit breaker lockout device.

2. Apprapriate use of the lockoultagout line is the sole responsibility
of the user in relation to compliance with 08HA's Lockout/Tagout
regulations.



